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CAUTION:
Before using this product, 
read this manual entirely 
and follow all safety rules 
and operating instructions.

MISE EN GARDE:
Avant d'utiliser ce produit, 
lire ce manuel entièrement
et respecter toutes les 
consignes de sécurité et le 
mode d'emploi.

PRECAUCIÓN:
Antes de utilizar este producto, 
lea este manual en su totalidad 
y siga todas las reglas de 
seguridad e instrucciones de 
operación.  

wolfcraft®

wolfcraft®

6137

Power tools and some accessories NOT included.
Les outils motorisés et certains accessoires NE sont PAS inclus.
NO se incluyen las herramientas eléctricas y ciertos accesorios.
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WARRANTY

LIMITED LIFETIME WARRANTY

WARRANTY

This wolfcraft® Miter Saw Stand is warranted 
against defects in material and workmanship 
for the life of the product.  The obligation of the 
manufacturer under this warranty is limited to 
replacement or repair, at its option, of the 
product or of any defective portions thereof.  
This warranty extends to the first purchaser 
only and does not apply to conditions resulting 
from abuse, misuse, alteration, negligence, 
improper maintenance, or normal wear and 
tear.  Unauthorized repairs or tampering with 
the product will void this warranty in its 
entirety. 

If you find a defect in material or 
workmanship, contact the wolfcraft® 
Customer Service Department by e-mail at 
customer.service@woa.wolfcraft.com, by 
telephone at 630.773.4777, by fax at 
630.773.4805, or through the mail at 1222 W. 
Ardmore Avenue, Itasca, Illinois 60143.  You 
will be given instructions on how to resolve the 
problem or, if the problem cannot be resolved, 
on how to return the product to the 
manufacturer for repair or replacement.

LIMITATION ON LIABILITY

Manufacturer shall not be liable for loss or 
damage of any kind including incidental or 
consequential damages, resulting either 
directly or indirectly from the use of this 
product.  

Some states do not allow the exclusion or 
limitation of incidental or consequential 
damages so the above limitation or exclusion 
may not apply to you.  User assumes all risk or 
liability in connection with installation or use of 
this product.

This warranty gives you specific legal rights and 
you may also have other rights which vary from 
state to state. 

THE EXPRESS WARRANTY HEREIN IS IN 
LIEU OF ANY AND ALL OTHER 
WARRANTIES, EXPRESSED OR IMPLIED.  
NO IMPLIED WARRANTY OF 
MERCHANTABILITY IS MADE AND THERE 
ARE NO WARRANTIES WHICH EXTEND 
BEYOND THE DESCRIPTION ON THE FACE 
HEREOF.

WARRANTY CARD

Please complete the information on the 
attached warranty card and mail it to wolfcraft 
within 30 days of purchase, or complete the 
card on-line at www.wolfcraft.com.  Failure to 
submit this card will not adversely affect your 
warranty rights if you can otherwise show in a 
reasonable way that you were the original 
purchaser of the product.  Nevertheless, 
sending this card is a convenient way to 
establish in our files the date of your purchase 
and help us better meet your needs in the 
future.



SAFETY INSTRUCTIONS

Means that failure to follow this safety statement may result in 
extensive product damage, serious personal injury, or death.

Means that failure to follow this safety statement may result in minor 
or moderate personal injury, or property or equipment damage.

WARNING

READ ALL SAFETY INSTRUCTIONS 
BEFORE USING
Read the owner's manual carefully.  Learn 
its applications and limitations as well as the 
specific potential hazards.

DO NOT USE FOR SCAFFOLDING OR AS 
LADDER

DO NOT OVERLOAD
Maximum capacity for the center section of 
the miter saw stand is 500 lbs.

DO NOT APPLY AN UNBALANCED LOAD
This could cause the miter saw stand to tip 
over.

CHECK DAMAGED PARTS
Before further use of the tool, any part that is 
damaged should be carefully checked to 
ensure that it will operate properly and 
perform its intended function.  Check for 
alignment of moving parts, binding of 
moving parts, breakage of parts, mounting, 
and any other conditions that may affect its 
operation.  A part that is damaged should be 
properly repaired or replaced.

NEVER LEAVE TOOL RUNNING 
UNATTENDED
Turn power off.  Do not leave tool until it 
comes to a complete stop.  When not in use, 
remove tool from the stand.  Do not leave 
your tool unattended when mounted to your 
stand.

Safety items throughout this manual are labeled with WARNING and CAUTION.

USE CARE WHEN USING POWER TOOLS
When using a power tool with the miter saw 
stand, ALWAYS follow the safety instructions 
in the power tool's owner's  manual.  ALWAYS 
wear safety glasses or eye shields when 
operating power tools.

DO NOT STAND OR CLIMB ON MITER SAW 
STAND
It could fall or tip over, causing serious injury.

ENGAGE ALL LOCKING PINS
All leg locking pins must be engaged into the 
set-up position holes before using your miter 
saw and miter saw stand.

DRESS FOR SAFETY
Do not wear loose clothing, gloves, neckties, 
or jewelry, as these items can get caught and 
draw you into moving parts.  ALWAYS wear 
non-slip footwear.  Tie back long hair.  Roll 
long sleeves above the elbow.

FIRMLY ATTACH MITER SAW
DO NOT attempt to use your miter saw stand 
unless the miter saw is fastened firmly to your 
boards.

USE YOUR MITER SAW STAND ON A 
HARD, DRY, FLAT SURFACE ONLY

DISCONNECT TOOLS BEFORE SERVICING
When changing accessories such as blades, 
bits, cutters, etc., make sure tool is unplugged.

CAUTION

WARNING
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WARNING

THE BENCH TOP TOOL YOU ARE USING 
WITH THE STAND MUST BE SECURELY 
MOUNTED TO THE BOARDS.

THE BOARD CLAMPS MUST BE 
CLAMPED TIGHTLY TO YOUR STAND 
WHEN THE BENCH TOP TOOL IS IN USE.

KEEP ALL GUARDS IN PLACE
Be sure all power tool guards are in working 
order, and in proper adjustment and alignment.

KEEP HANDS AWAY FROM CUTTING 
AREA

CONTINUED

CAUTION

KEEP WORK AREA CLEAN
ALWAYS keep your work area clean, 
uncluttered, and well lit.  DO NOT work on or 
place miter saw stand legs on floor surfaces 
that are slippery from sawdust, oil, water, or 
wax.

ENSURE SAFETY OF OTHERS
Keep visitors and children a safe distance 
away from the work area, especially when 
operating a power tool.  Visitors should wear 
the same safety equipment as the operator.

DO NOT FORCE THE TOOL
Do not force tool or attachment to do a job for 
which it was not designed.  It will do the job 
better and more safely at the rate for which it 
was designed. 

USE CLAMPS OR A VISE TO HOLD WORK 
WHEN PRACTICAL
Using clamps or a vise to hold work is safer 
than using your hand.  It also frees both 
hands to operate the tool.

DO NOT MOUNT A TABLE SAW FOR USE ON 
THIS STAND
The direction of feed on a table saw is counter to 
the axis of best stability on this stand.  Aggressive 
feeding of sheet materials into a table saw could 
cause the stand to tip over.

STORE PROPERLY
Do not store miter saw stand outdoors or in a 
damp location.

DO NOT OVERREACH
Keep proper footing and balance at all times.

MAINTAIN TOOLS WITH CARE
Keep tools sharp and clean for best and safest 
performance.  Follow instructions for lubricating 
and changing accessories.  Keep leg-locking 
mechanisms, leg pivots, and leg stops free from 
dirt.

USE RECOMMENDED ACCESSORIES
Consult this manual for recommended 
accessories.  Follow the instructions that 
accompany the accessories.  The use of 
improper accessories may cause hazards.

SAVE THESE INSTRUCTIONS
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SAFETY INSTRUCTIONS (Continued)



INTRODUCTION
The wolfcraft® Miter Saw Stand is versatile,
durable, and sensibly priced.
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FEATURES AND SPECIFICATIONS
Stand dimensions, folded……..............................................................................
Stand dimensions, extended……..............................................................................
Weight, without tool mounted………....................................................................................................
Weight capacity, center section......................................................................................................…
Tabletop height…............................................................................................................…………..…
Wheel diameter…..........................................................................................................………….…………

50-3/8" L X 14" W X 13" H
123" L X 22" W X 42" H

48 lbs.
500 lbs.
32-1/2"

6"

Miter Saw Stand features include: 

• Fits all popular miter saws and many 
other bench-top power tools

• Extension arms adjust up to 10' for 
longer work pieces

• 4 adjustable work supports and 
stop/edge guides help provide 
accurate feed and cutting

• Single-knob adjustments provide for 
quick setting of support and guide 
positions

• 6" wheels for added mobility

• Quick saw mounting and removal; 
Patent pending clamp design

• Stand rated to support 500 lbs.

• Positive-locking legs provide reliable 
stability

• Folds easily for mobility or storage

Make sure all items are accounted for before 
discarding any of the packing materials.

UNPACKING AND CHECKING CONTENTS

We are certain you will find the wolfcraft® Miter 
Saw Stand a valuable addition to your workshop.

Separate all parts from packaging materials 
and check each item with the parts list in this 
manual, found on page 20.



PACKAGE CONTENTS & HARDWARE LEGEND
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DESCRIPTION

Frame assembly, 
including legs

QTY.

1

ITEM

A

Telescoping extension 2

Wheel assembly 2

Mounting board 2

Support assembly with 
edge guide/stop hole

2

Support assembly, 
standard

2

Upper clamp bracket 2

B

C

D

E

F

G

Lower clamp bracket 2H

A

B

C

D

F

H

G

E Hole



PACKAGE CONTENTS & HARDWARE LEGEND (Continued)

NOTE: Hardware parts (screws, nuts) shown are actual size
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DESCRIPTION

Clamp knob (M8x93)

QTY.

2

ITEM

J

Support/telescoping 
tube knob (M8x18)

6

Edge guide/stop knob 
(M6x20)

2

Edge guide/stop 2

Rubber foot 4

Footpad 4

K

L

M

N

P

Wheel assembly
mounting screw (M6x40)

2R

Wheel assembly mounting 
nut (self-locking) (M6)

2S

K

L

M

N

P

R

S

J

Rubber foot
mounting screw (M4x16)

4Q Q



PACKAGE CONTENTS & HARDWARE LEGEND (Continued)

NOTE: Hardware parts (screws, nuts, washers) shown are actual size
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DESCRIPTION

Clamp mounting washer 
(8.4)

QTY.

2

ITEM

T

Clamp mounting nut
(self locking) (M8)

2

Saw mounting bolt 
(M6x70)

4

Saw mounting washer 
(6.4)

8

Saw mounting, 
Support assembly nut 
(M6)

8

U

V

W

X

T

U

V

W

X

Support assembly screw 
(M6x38)

4Y Y
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ASSEMBLY

Tools required:

• #2 Phillips® screwdriver
• Hammer
• 2 adjustable wrenches

Position wheel bracket 
assemblies on legs

1. Place frame assembly (A) on a flat 
surface, upside-down, as shown.  
See Figure 1.

4. Open remaining two folded legs.  
Ensure all four locking pins extend 
through holes of brackets.

5. Reinstall two footpads (N) as 
illustrated.  The shortest corner of 
each footpad will point toward the 
center of the stand.  See Figure 4.

3. Remove two rubber footpads (N) 
from the short legs that will receive 
the wheels. Slide one bracket and 
wheel assembly (C) over end of 
each short leg .  DO NOT assemble 
the screw and nut through the 
bracket at this time.  See Figure 3.

2. Open TOP TWO LEGS ONLY by 
disengaging locking pins and rotating 
the legs until the locking pins snap 
into open position.  If depressing the 
locking pins is difficult, move the leg 
slightly to eliminate pressure on the 
pin.  See Figure 2. 

6. Upright stand.

C

N

A

Figure 4

Figure 1

Figure 3

Figure 2

Press locking 
pin to move leg
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Assemble Wheel Bracket 
Assemblies to Legs

1. Position the two wheel bracket 
assemblies (C) so wheels are 
approximately 1/8" above floor.  A 
thin sheet of cardboard may be used 
as a spacer.  See Figure 5.

2. Place screw (R) in wheel bracket 
and fasten securely with nut (S).  
See Figure 6.

Figure 5

Figure 6

Slight gap

R (2)

S (2)
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1. Slide two telescoping extensions (B) 
into position in frame assembly (A). 

2. Note the position of each extension 
with respect to front of stand.  See 
Figures 7, 8, and 9.

Install Telescoping Extensions

B (2)

Left end of stand

Right end of stand

Figure 7

Figure 8

Figure 9
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1. Pivot the head of each of the four 
supports (E and F) 90° to form a "T".  
See Figure 10. 

 
2. Add second screw (Y) and nut (X) to 

each support.  It may be necessary to 
loosen existing screw. Tighten all nuts 
securely when done.  See Figure 10.

 
NOTE: There is an interference fit 
between the square screw neck and 
the support head.  Use hammer to 
seat bolt in support, if necessary.  

Assemble and Position 
Supports

3. Install supports as shown in Figure 
11.

E (2) F (2)

NOTE: Two of the supports (F) have 
cross-holes in the support posts.  These 
holes are used to position the edge 
guide and stop bars.  Place the 
supports with cross holes in telescoping 
extensions.  See "Install Edge Guide 
and Stop Bar," page 13.  

NOTE: Supports are placed so they  
align when viewed from the end of the 
stand.

Figure 11

Figure 10

K (6)

X (4)

Y (4)

Hole
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Install Edge Guide and 
Stop Bar

1. Add the edge guide (M) to support 1 
as shown in Figure 13.

4. Add knobs (K) for telescoping     
extensions and supports.  

    See Figure 12.

Left end of stand

Right end of stand

L (2)

M (2)

Figure 13

Figure 12
2. Add the stop bar (M) to support 2 as 

shown in Figure 14.  

3. Add knobs (L) to edge guide and 
stop bar supports.  See Figures 13 
and 14.  

Figure 14
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Assemble Clamps 1. Place two mounting boards (D) on 
stand, slots on top and toward the 
outside of stand.  See Figure 15.

2. Place upper clamp brackets (G) into 
slots in boards.  See Figure 15.

3. Place washer (T) over hole on upper 
clamp bracket and, while holding 
lower clamp bracket (H) under 
frame, thread knob (J) into lower 
clamp bracket.  See Figure 15.

4. Using an adjustable wrench, add 
nylock nut (U) to each knob.  Nut 
should only be threaded on 
enough to be flush with end of 
stud.  See Figure 16.

Figure 15

Figure 16

H (2)

G (2)

T (2)

U (2)

J (2)

D (2)
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MOUNTING MITER SAW

Mount Miter Saw to Boards

1. Secure boards to frame of miter saw 
stand as explained in "Assemble 
Clamps," page 14.  Loosen clamps 
slightly and spread boards apart 
slightly wider than the base of the 
miter saw to be mounted.

2. Position miter saw on boards.  Saw 
base should be approximately 1" 
from front edge of boards and 1/2" 
from slot in boards.  See Figure 17.

NOTE: Position saw and boards so 
mounting bolts do not interfere with 
frame of miter saw stand.

                      Typically, for best
                      balance, the vertical 
fence of the miter saw should be 
centered, front to back, on the stand.  
Be sure to position your saw and 
boards for maximum stability.

3. Using a pencil, mark saw base 
mounting holes on boards.  Remove 
saw and boards from stand and drill 
mounting holes using a 1/4" bit.  Use  
bolts (V), washers (W), and hex nuts 
(X) to mount saw to boards.  See 
Figure 18.

CAUTION

Figure 18

Figure 17

V (4)

W (4) 

X (4) 


